
 
Typical Physical Characteristics 

These characteristics are typical of current production. Whilst future production will conform to Shell's specification,

variations in these characteristics may occur. 

Technical Data Sheet

Shell WBF100
High quality multifunctional lubricant for tractor transmissions

Shell WBF 100 is a high-quality lubricant for tractors (UTTO), developed for transmission, axle, hydraulic system
and wet brakes, as well as power take off systems for agricultural tractors and off road equipment.

Performance, Features & Benefits

Reliable Protection·
A robust additive package associated with high quality base

oils provide good performance for antioxidation, antiwear,

anticorrosion and antifoaming, ensuring a very reliable

operation.

Wide application·
Shell WBF 100 has been used very often in a wide variety

of off-road application and has demonstrated a high

reliability in the field.

Shear stability·
Shell WBF 100 stays stable, keeping its viscosity even in

severe conditions, providing a strong lubricant film between

metal parts during operation.

Main Applications

Tractor transmission·
Shell WBF 100 is suitable for tractors of many OEM´s like

John Deere, Massey Ferguson, Valtra and Ford-New

Holland.

Hydraulic systems·
Shell WBF 100 provides a reliable operation in the hydraulic

systems for tractors and auxiliary equipment.

Wet brakes·
Friction modifier additives ensure good performance with low

noise in the wet brake systems.

Automotive gear classification SAE J 306·
Shell WBF 100 can be used when a SAE 80W or 85W are

required.

Attention: WBF 100 shall not be used for engine application.·
Specifications, Approvals & Recommendations

API GL-4·
Ford/New Holland M2C134D·
John Deere JDM J20C·
Massey Ferguson M-1145·
For a full listing of equipment approvals and

recommendations, please consult your local Shell Technical

Helpdesk.

Properties Method Shell WBF 100

SAE Viscosity Grade SAE J306 80W

Density @150C kg/m3 ASTM D4052 852

Pour Point 0C ASTM D97 -26

Flash Point 0C ASTM D92 200

Kinematic Viscosity @400C mm2/s ASTM D445 87

Kinematic Viscosity @1000C mm2/s ASTM D445 10.8
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Health, Safety & Environment

Health and Safety·
Shell WBF 100 is unlikely to present any significant health or safety hazard when properly used in the recommended

application and good standards of personal hygiene are maintained.

Avoid contact with skin. Use impervious gloves with used oil. After skin contact, wash immediately with soap and water.

Guidance on Health and Safety is available on the appropriate Safety Data Sheet, which can be obtained from

https://www.epc.shell.com/

Protect the Environment·
Take used oil to an authorised collection point. Do not discharge into drains, soil or water.

Additional Information

Advice·
Advice on applications not covered here may be obtained from your Shell representative.
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